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In the Claims 

Kindly cancel claims 2-6 and 1 1-20 as follows, without prejudice. 

1. (Original) A stun gun system comprising; 

a stun gun having a housing with a first end and a second end opposite 
said first end and an electronics package coupled to said housing, said electronics 
package configured for generating a high voltage, said first end configured to form a 
handle, said handle having a first pair of contacts, said second end having a second pair 
of contacts configured for releasing an electrical charge; 

a first switch coupled to said handle configured in a first position; and 
said electronics package, being electronically connected through said first 
switch to said first pair of contacts. 

2-6. (Cancelled) 

7. (Original) The stun gun system of claim 1 further comprising: 

a holster formed to receive said stun gun, said holster having a first 

opening adjacent said first end of said stun gun and a second opening parallel to an axis 

formed by said first end and said second end of said stun gun; 

a peg attached to said holster adjacent the position of said first switch, said 

peg placing said switch in said second position when said stun gun is removed from said 

holster through said first opening. 
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8. (Original) The stun gun system of claim 7 wherein said peg is 
configured to place said first switch in said second position when said stun gun is 
removed from said holster through said second opening. 

9. (Original) The stun gun system of claim 7 further comprising: 

a switch retainer, said switch retainer configured to prevent said first 
switch from disengaging from said first position. 

10. (Original) The stun gun system of claim 7 wherein said housing 
comprises a first face and a second face, said first face contains said electronics package 
and a battery, said first face having a plurality of screw holes for screws which hold 
down said electronics package and said battery, said second face having a master power 
switch, a first channel and a second channel which meet at a meeting place, said meeting 
place including said first switch, said first switch having said first and said second 
position, said first position closing an electrical circuit to said first contacts on said 
handle and said second position closing an electrical circuit to said second contacts on a 
nose portion proximate said second end, said handle compressibly attached to said body, 
said handle having a handgrip and two side arms, said handgrip having at least one 
exposed stunnable contact, said handgrip being compressible, said handgrip configured 
to impart a shock through said stunnable contact when said first switch is in said first 
position, said nose portion being compressibly attached to said body, said nose portion 
having at least one exposed contact capable of imparting a shock when said nose 
portion is compressed and said first switch is in said second position. 



11-20. (Cancelled) 



